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  This Wireless Broadband Router is a cost-effective IP Sharing Router that enables multiple users 


to share the Internet through an ADSL or cable modem. Simply configure your Internet connection 


settings in the Wireless Broadband Router and plug your PC to the LAN port and you're ready to 


share files and access the Internet. As your network grows, you can connect another hub or switch 


to the router’s LAN ports, allowing you to easily expand your network. The Wireless Broadband Router 


is embedded with a IEEE 802.11g/b access point that allows you to build up a wireless LAN. With the 


support of new emerged 802.11g standard, the access point provides data transfer of up to 54Mbps, up 


to 5 times faster than 802.11b, it is backwards compatible with existing 802.11b infrastructure while migrating to the new 


screaming fast 802.11g.The Wireless Broadband Router provides a total solution for the Small and Medium-sized Business 


(SMB) and the Small Office/Home Office (SOHO) markets, giving you an instant network today, and the flexibility to handle 


tomorrow's expansion and speed. 


 


Overview 


Wave Link 54R 
802.11g 54Mbps Wireless Router   


Features 
 


 Complies with IEEE802.11g, IEEE802.1d, IEEE802.11b, IEEE802.3, IEEE802.3u standards 


 1* 10/100M Auto-Negotiation RJ45 WAN port, 4 10/100M Auto-Negotiation RJ45 LAN ports 


 Supports Auto MDI/MDIX 


 Shares data and Internet access for users, supporting PPPoE, Dynamic IP, Static IP Internet access 


 Supports various Internet connecting modes : PPPoE, DHCP Client and static IP 


 Supports UPnP, Windows XP can discover the device in the network automatically 


 Provides 64/128-bit WEP encryption security 


 Provides WPA/WPA2  authentication and TKIP/AES encryption security 


 Provides wireless LAN ACL (Access Control List) filtering 


 Built-in NAT and DHCP server supporting static IP address distributing 


 Supports Virtual Server, Special Application, and DMZ host 
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Chipset 
 


 
 RTL8186+RTL8306S+RTL8225VF 


 


Standards 
 


 IEEE 802.11b 


 IEEE 802.11g 


 IEEE 802.3 10Base-T 


 IEEE 802.3u 100Base-TX 
 


Network Media 
 


 10BASE –T: UTP Cat. 3 or up 


 100BASE-TX: UTP Cat. 5 or up 
 


Antenna Type 
 


 SMA type Omni Antenna (2dBi) 
 


Wireless Frequency Range 
 


 2.412GHz-2.4835GHz 
 


Wireless Signal Rates (Auto 
fallback )  
 


 802.11b(11Mbps,9Mbps, 6Mbps, 5, 5Mbps, 2Mbps, 1Mbps)  


 802.11g(54Mbps, 48Mbps, 36Mbps, 24Mbps, 18Mbps, 


12Mbps, 11Mbps, 9Mbps, 6Mbps) 
 


Modulation Technique 
 


 802.11b: Direct Sequence Spread Spectrum    


(PBCC, CCK, DQPSK, DBPSK) 


 802.11g: Orthogonal frequency division Multiplexing 


 
 


Specifications 


 Built-in firewall supporting IP address filtering, Port filtering, URL filtering, MAC address 
filtering and so on 


 Supports TCP/IP, PPPoE, DHCP, ICMP, NAT 


 Supports Dynamic DNS, Static Routing, PPTP/ L2TP/IPsec VPN pass-through 


 Supports Flow Statistics 


 Supports firmware upgrade 


 Support Spanning tree 
 


 







Security 
 Support WPA, WPA-PSK, WPA2, WPA2-PSK, WPA 


PSK+WPA2 PSK, WPA +WPA2,  64/128bit WEP 
 


Wireless Transmit Output Power
 


 
 54Mbps OFDM:15dBm +/- 2dBm 


 11Mbps CCK: 16dBm-18dBm 
 


Number of Selectable Channels 
 


  USA,Canada(FCC): 11 channels(2.412GHz-2.462GHz) 


  Europe(CE): 13 channels (2.412GHz-2.472GHz) 


 Japan: 14 channels (2.412GHz-2.4835GHz) 


 


Range 
 


 Indoors: up to 100meters 


 Outdoors: up to 300meters 
 


User Interface 
 


 Management interface based on web browser 
 


NAT Table Entries 
 


 10000 
 


Interface Speed 
 


 WAN: 10/100Mbps self adaption 


 LAN: 10/100Mbps self adaption 
 


LED Indicators  Link/Activity, Wireless Transmit, CPU, Power 
 


Power 
 


 DC 9V 700mA 
 


Dimension 
 


 156mm(L) x 102mm(W) x 30mm(H) 
 


Weight 
 


 200g 
 


Temperature 
 


 0° to 50° C (operating) 


 -20° to 70° C (storage) 
 


Humidity 
 


 5% to 90 % non-condensing (operating) 
 5% to 90% non-condensing (storage) 


 


Regulatory Compliance  FCC Part 15 Class B, CE Mark 
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Application 


Ordering Information 


WLG-54R-R1: 802.11g 54Mbps Wireless Router 
 


* Product specification subject to change without notice. 
 






