Tenda

Install Guide

Cable the Modem Router

solid and then configure the modem router.

When your link type is DSL (phone cable), please wait until the DSLLED is

1. Connect the power adapter to the modem router and plug it into a power outlet. Turn on the ON/OFF button.
2. Connect the modem router to the Internet
e |fitis DSL access, plug the phone cable into the DSL port; if you are using phone service simultaneously, cable your phone and modem router with DSL splitter as shown below.
o Ifitis Ethernet cable access, directly plug the Ethernet cable provided by your ISP into port 1 as shown below.
3. Connect your device to the modem router.
e You can connect to port 2/3/4 by using an Ethernet cable as shown below.
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Configure the Modem Router
Hereby, SHENZHEN TENDATECHNOLOGY CO., LTD., declares that the radio equipment —
type D151 v2is in compliance with Directive 2014/53/EU.
The full text of the EU declaration of conformity is available at the following internet address: . .
http://www.tendacn.com/en/service/page/ce.html Confl g ure yo ur mOde m rOUte ron you r deVI ce.
:ﬁ:;a;eFre‘:“Me”C;’:f:g;“z MHZ 1. Launch a web browser, Enter 192.168.1.1 in the address bar 3. Connection information 4. Wireless setup
ower ax.). . m
Software Version: and press Enter on the keyboard' a. Ifitis DSL access, set connection information as shown below. Enter the Wireless SSID and Wireless Key. These information will be used to
) connect to your wireless network.
Primary Setup
c 192.168.1.1 x LnkType [ost S S—— Wireless Setup--2.4G
Connection Type ‘ PPPOE v b—ﬁg‘;‘if""”ec"“” Type Wireless Enable
Auto PVC scan C
Country /Region \omer v Select your Country / Region Wireless SSID Tenda_xxXxxxx (Upto32ASCll)
and ISP.
s [Other M Wireless Key coccscee
VPI/VCI VPI (0-255) vl (1-65535)
Wireless Key is made up of 8-63ASCll or 64 hex characters
User Name [username Enter User Name and
P::rs‘végrd provided by
2. Enter the login User Name and Password (Both are default Password !
“admin”) and click Login.
— Click 9K to save.
Environment Temperature Humidity Tips
A If | A PV t il ticall fillin the VPI .
Operating 0°C ~40°C 10% ~ 90% RH (non-condensing) L o g | n ar{;{’,é?f:lheLf';?you‘_:”s‘y:g:’sgggte;"sr::cieﬁr:véoiﬁg;7éif;i’éﬁcjn"dﬁg%,'m'st‘erewi” 5.Congratu|atlons! The modem router are connected to the Internet successfully.
N B o o . also automatically fill in the corresponding VPl and VCI value for you.
Storage -40°C~70°C 5% ~90% RH (non-condensing) If your Country / Region and ISP is not covered in the list, you will need to enter the
VPl and VCl value manually.
Shenzhen Tenda Technology Co.,Ltd. L - .
6-8 Floor, Tower E3, NO.1001, Zhongshanyuan Road, Nanshan District, Shenzhen, User Name (Default:admin) b. Ifitis Ethernet cable access, set connection information as shown below.
China. 518052 "
Global Hotline: (86) 755-27657180 United States Hotline: 1-800-570-5892 PR e
HongKong Hotline: 00852-81931998 Canada Hotline: 1-888-998-8966 . ) ; o Select Link type
Skype: Tendasz E-mail: support@tenda.com.cn Password (Default:admin) LinkType ‘ Ethernet M e etionTyne
Website: http:// www.tendacn.com ConnectionType ‘ PPPoE v b— PPPOE. o B Cisconnected  ll Connected
Copyright : UserN username
pyrig Log In sertame ‘ ‘ Emerusa';zm:;sy Connection Status Connected
© 2016 Shenzhen Tenda Technology Co., Ltd. All rights reserved. Password esssssssse your ISP.
Tenda is a registered trademark legally held by Shenzhen Tenda Technology Co., Ltd. Other brand and product
names mentioned herein are trademarks or registered trademarks of their respective holders. Specifications
are subject to change without notice.
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Appendix Join Your WiFi
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Scroll screen to find Click Wi-Fi. Enter a Wireless key. Connected successfully! | Click the icon ﬁﬂ on the bottom Enter the Wireless Key (network Connected successfully!
1
the Settings icon. ! right corner of your desktop. security key) of your WiFi.
Click the icon. @ Click to open Wi-Fi. @ Click Join to join the !
Wireless network. ' @ Select your Wireless SSID from the @ Click Next.
. 1 1 H
© Find the SSID of the , list, and click Connect.
Wireless network you wish |
to connect. Click on it. !
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LED & Button
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Q2:1cannot access to the Internet, what should I do?
A2: a. Verify that Internet LED £’ is on.
Verify that your phone cable/Ethernet cable is connected to the
modem router and the corresponding LED is on.
b. Verify that you enter the correct connection info, e.g. username,
:-nEd?cator Status Description pas§word etc. o
c. Verify that the IP of your connected device is correct.
Solid Poweris on. Connect your set-top box to port 4 for IPTV service. d. If above steps don't solve this problem, reboot the modem router.
OFF System is working abnormally or power is off. Button Description e. If above steps don't solve this problem, restore the modem router
o ) ) ON/OFF | Turn onfoff the power. to factory default and follow this install guide again.
Blinking System is working normally.
RST Press and hold it for about 6 seconds until all LEDs flash once and then release it to reset the f. Contact your Internet service providerfor he|p
OFF or Solid | System is crashed or System is working abnormally. router to factory default settings.
Press and release it to enable the WPS feature. Within 2 minutes, enable the wireless
i icei . WPS device's WPS feature to establish WPS connection. (First you need to enable WPS on user I

Solid The device s connectedto the Internet interface). Q3: | forget my WiFi password, what should | do?
Blinking There is data transmission. WLAN  |Enable ordisable wireless feature. A3: a. By default, there is no WiFi paSSWOI’d_
OFF No Internet access. Port T canbe either used as a WAN portora LAN port. b. Log in to the modem router's User Interface. In Home Page
OFF Reserved. \ 4 Port 4 is used for IPTV only when IPTV feature is enabled; otherwise, it serves as a LAN port. / (Wireless Setup--2.4G SeCtiOn), paSSWOrd WI” dlsplay after yOU
Solid WPS is enabled, or a WPS connection is established. click into Wireless Key field.
Blinking The modem router is performing WPS negotiation to a client device. c. If you forget the Iogln.password as V\_Iel_l‘ restore.the mo_dem router

to factory default settings. Follow this install guide again to set
OFF WPS is disabled, or negotiation process is completed. your new WiFi password
Solid WiFisignal is enabled.
- Thereied cion wireloss! Q1:1cannotlogin to the modem router's user interface. What

inking ere is data transmission wirelessly. should 1 do?
OFF Wi-Fisignalis disabled. A1:a. Verify the Ethernet cable between your computer and the router Q4: How to reset modem router to factory defaults?
Solid The portis well-connected. is well-connected. A4: Method 1: Press and hold RST button for about 6 seconds until all
Blinking The port is transmitting data. b. Verify that you enter the correct login IP (defaultis 192.168.1.1) LEDs flash once and then release it to reset the modem router to
address in the browser's address bar.
OFF No connection is detected on the corresponding port. . . L factory default.
c. Verify that your device's IP is in 192.168.1.x (the same network Method 2: Log into modem router's user interface and go to
Sotid The DSLnegotiation is completed. segment with LAN address of modem router). Advanced — Management—> Setting —> Restore Default
Blinking | The device is performing DSL negotiation. d.Use another PC, smart phone oriPad to log in to User Interface. Click Restore Default Settings and click OK.
OFF No connection is detected on the DSL port. e.Clear cache of your browser, or change another browser.
\_ ) f. Restore the modem router to factory default.

Safety & Emission Statement

e

CE Mark Warning

This is a Class B product. In a domestic environment, this product may cause radio
interference, in which case the user may be required to take adequate measures.

NOTE: (1) The manufactureris not responsible for any radio or TV interference caused by
unauthorized modifications to this equipment. (2) To avoid unnecessary radiation
interference, itis recommended to use a shielded RJ45 cable.

FS

FCC Statement This equipment has been tested and found to comply with the limits for a
Class B digital device, pursuant to part 15 of the FCC Rules. These limits are designed to
provide reasonable protection against harmful interference in a residential installation. This
equipment generates, uses and can radiate radio frequency energy and, if not installed and
used in accordance with the instructions, may cause harmful interference to radio
communications. However, there is no guarantee that interference will not occurin a
particular installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and on, the user
is encouraged to try to correct the interference by one or more of the following measures:
—Reorient or relocate the receiving antenna.

—Increase the separation between the equipment and receiver.

—Connect the equipment into an outlet on a circuit different from that to which the receiver
is connected.

—Consult the dealer or an experienced radio/TV technician for help.

FCC Radiation Exposure Statement This device complies with FCC radiation exposure
limits set forth for an uncontrolled environment and it also complies with Part 15 of the FCC
RF Rules. This equipment must be installed and operated in accordance with provided
instructions and the antenna(s) used for this transmitter must be installed to provide a
separation distance of at least 20 cm from all persons and must not be co-located or
operating in conjunction with any other antenna or transmitter. End-users and installers
must be provide with antenna installation instructions and consider removing the no-
collocation statement.

This device complies with Part 15 of the FCC Rules. Operation is subject to the following
two conditions: (1) this device may not cause harmful interference, and (2) this device must
accept any interference received, including interference that may cause undesired
operation.

Caution!

Any changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment.

NOTE: (1) The manufacturer is not responsible for any radio or TV interference caused by
unauthorized modifications to this equipment. (2) To avoid unnecessary radiation
interference, itis recommended to use a shielded RJ45 cable.




