
Installation Guide

ProSecure™ Unified Threat Management UTM9SWLSN Module

This guide describes how to install and remove the ProSecure Unified Threat 
Management UTM9SWLSN Module. Refer to the UTM9S Reference Manual for 
configuration instructions. You can access the Reference Manual from the UTM9S 
product management interface, via the Resource CD, or from the NETGEAR 
support site: http://support.netgear.com. 
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Install Module
To install the module:

Note: Only one wireless module can be installed. It can be installed in either 
accessory slot.

1.   Turn off power to the UTM9S unit.
2.   Remove one of the blank plates on the UTM9s front panel.
3.   Save the cover plate for possible later use.
4.   Insert the module firmly into the UTM9S.
5.   Secure the module using the two panel screws.
6.   Restore power to the UTM9S.
Remove Module
To remove the module:
1.   Turn off power to the UTM9S unit.
2.   Remove two screws securing the module.
3.   Pull the module straight back from the UTM9S.
4.   If the module is replaced, follow the Install Module Procedure. If the module is 

not replaced at this time, install a cover plate over the module slot.
5.   Restore power to the UTM9S.



This symbol was placed in accordance with the European Union Directive 2002/96 on the Waste 
Electrical and Electronic Equipment (the WEEE Directive). If disposed of within the European Union, 
this product should be treated and recycled in accordance with the laws of your jurisdiction 
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Technical Support
After installing your device, locate the serial number on the label of your product and 
use it to register your product at http://www.NETGEAR.com/register. Registration is 
required before you can use the telephone support service. Registration via our web 
site is strongly recommended.

Go to http://support.netgear.com for product updates and Web support. 

For additional information about setting up, configuring, and using your Product 
Name Only, see the User Manual. 

For complete DoC please visit the NETGEAR EU Declarations of Conformity web 
site at: http://support.netgear.com/app/answers/detail/a_id/11621/

 

June 2011

implementing the WEEE Directive.

©2011 by NETGEAR, Inc. All rights reserved. NETGEAR and the NETGEAR logo are registered trademarks of 
NETGEAR, Inc. in the United States and/or other countries. Other brand and product names are trademarks or 
registered trademarks of their respective holders. Information is subject to change without notice. 



Federal Communication Commission Interference State ment 

 

This device complies with Part 15 of the FCC Rules. Operation is subject to 

the following two conditions: (1) This device may not cause harmful 

interference, and (2) this device must accept any interference received, 

including interference that may cause undesired operation. 

 

This equipment has been tested and found to comply with the limits for a Class 

B digital device, pursuant to Part 15 of the FCC Rules.  These limits are 

designed to provide reasonable protection against harmful interference in a 

residential installation. This equipment generates uses and can radiate radio 

frequency energy and, if not installed and used in accordance with the 

instructions, may cause harmful interference to radio communications.  

However, there is no guarantee that interference will not occur in a particular 

installation. If this equipment does cause harmful interference to radio or 

television reception, which can be determined by turning the equipment off 

and on, the user is encouraged to try to correct the interference by one of the 

following measures: 

 

- Reorient or relocate the receiving antenna. 

- Increase the separation between the equipment and receiver. 

- Connect the equipment into an outlet on a circuit different from that 

to which the receiver is connected. 

- Consult the dealer or an experienced radio/TV technician for help. 

 

FCC Caution: Any changes or modifications not expressly approved by the 

party responsible for compliance could void the user's authority to operate this 

equipment. 

 

This transmitter must not be co-located or operating in conjunction with any 

other antenna or transmitter. 

 

Radiation Exposure Statement:  

This equipment complies with FCC radiation exposure limits set forth for an 

uncontrolled environment. This equipment should be installed and operated 

with minimum distance 20cm between the radiator & your body. 



This device is intended only for OEM integrators un der the following 

conditions: 

1) The antenna must be installed such that 20 cm is maintained between the 

antenna and users, and  

2) The transmitter module may not be co-located with any other transmitter or 

antenna.  

 

As long as 2 conditions above are met, further transmitter test will not be 

required. However, the OEM integrator is still responsible for testing their 

end-product for any additional compliance requirements required with this 

module installed 

 

IMPORTANT NOTE:  In the event that these conditions can not be met (for 

example certain laptop configurations or co-location with another transmitter), 

then the FCC authorization is no longer considered valid and the FCC ID can not 

be used on the final product. In these circumstances, the OEM integrator will be 

responsible for re-evaluating the end product (including the transmitter) and 

obtaining a separate FCC authorization. 

 

End Product Labeling 

This transmitter module is authorized only for use in device where the antenna 

may be installed such that 20 cm may be maintained between the antenna and 

users. The final end product must be labeled in a visible area with the following: 

“Contains FCC ID: PY311300172”. The grantee's FCC ID can be used only when 

all FCC compliance requirements are met. 

 

Manual Information To the End User 

The OEM integrator has to be aware not to provide information to the end user 

regarding how to install or remove this RF module in the user’s manual of the 

end product which integrates this module. 

The end user manual shall include all required regulatory information/warning as 

show in this manual. 

Remark: 

The product can be used with UTM9S series platform only and other platform 

needs separate class I or II evaluation to verify that the module could continue 

comply with the relevant rule. 

 

 



Industry Canada statement 

This device complies with RSS-210 of the Industry Canada Rules. Operation is 

subject to the following two conditions: (1) This device may not cause harmful 

interference, and (2) this device must accept any interference received, including 

interference that may cause undesired operation. 

Ce dispositif est conforme à la norme CNR-210 d'Industrie Canada applicable aux 

appareils radio exempts de licence. Son fonctionnement est sujet aux deux conditions 

suivantes: (1) le dispositif ne doit pas produire de brouillage préjudiciable, et (2) ce 

dispositif doit accepter tout brouillage reçu, y compris un brouillage susceptible de 

provoquer un fonctionnement indésirable.  

Radiation Exposure Statement:  

This equipment complies with IC radiation exposure limits set forth for an uncontrolled 

environment. This equipment should be installed and operated with minimum distance 

20cm between the radiator & your body. 

 

Déclaration d'exposition aux radiations:  

Cet équipement est conforme aux limites d'exposition aux rayonnements IC établies 

pour un environnement non contrôlé. Cet équipement doit être installé et utilisé avec 

un minimum de 20 cm de distance entre la source de rayonnement et votre corps. 

 

This device is intended only for OEM integrators un der the following conditions: 

(For module device use)  

1) The antenna must be installed such that 20 cm is maintained between the antenna 

and users, and  

2) The transmitter module may not be co-located with any other transmitter or 

antenna. 

3) Module approval valid only when the module is installed in the tested host or 

compatible series of host 

As long as 3 conditions above are met, further transmitter test will not be required. 

However, the OEM integrator is still responsible for testing their end-product for any 

additional compliance requirements required with this module installed. 

 

Cet appareil est conçu uniquement pour les intégrat eurs OEM dans les 

conditions suivantes: (Pour utilisation de disposit if module) 

1) L'antenne doit être installée de telle sorte qu'une distance de 20 cm est respectée 

entre l'antenne et les utilisateurs, et 



2) Le module émetteur peut ne pas être coïmplanté avec un autre émetteur ou 

antenne. 

3) L'approbation du module est valable uniquement lorsque le module est installe 

dans l'equipement teste ou dans des equipements compatibles testes 

 

Tant que les 3 conditions ci-dessus sont remplies, des essais supplémentaires sur 

l'émetteur ne seront pas nécessaires. Toutefois, l'intégrateur OEM est toujours 

responsable des essais sur son produit final pour toutes exigences de conformité 

supplémentaires requis pour ce module installé. 

 

IMPORTANT NOTE: 

In the event that these conditions can not be met (for example certain laptop 

configurations or co-location with another transmitter), then the Canada authorization 

is no longer considered valid and the IC ID can not be used on the final product. In 

these circumstances, the OEM integrator will be responsible for re-evaluating the end 

product (including the transmitter) and obtaining a separate Canada authorization. 

NOTE IMPORTANTE:  

Dans le cas où ces conditions ne peuvent être satisfaites (par exemple pour certaines 

configurations d'ordinateur portable ou de certaines co-localisation avec un autre 

émetteur), l'autorisation du Canada n'est plus considéré comme valide et l'ID IC ne 

peut pas être utilisé sur le produit final. Dans ces circonstances, l'intégrateur OEM 

sera chargé de réévaluer le produit final (y compris l'émetteur) et l'obtention d'une 

autorisation distincte au Canada. 

End Product Labeling 

This transmitter module is authorized only for use in device where the antenna may 

be installed such that 20 cm may be maintained between the antenna and users. The 

final end product must be labeled in a visible area with the following: “Contains IC: 

4054A-11300172”. 

Plaque signalétique du produit final 

Ce module émetteur est autorisé uniquement pour une utilisation dans un dispositif où 

l'antenne peut être installée de telle sorte qu'une distance de 20cm peut être 

maintenue entre l'antenne et les utilisateurs. Le produit final doit être étiqueté dans un 

endroit visible avec l'inscription suivante: "Contient des IC: IC: 4054A-11300172 ". 

 



Manual Information To the End User 

The OEM integrator has to be aware not to provide information to the end user 

regarding how to install or remove this RF module in the user’s manual of the end 

product which integrates this module. 

The end user manual shall include all required regulatory information/warning as 

show in this manual. 

Manuel d'information à l'utilisateur final 

L'intégrateur OEM doit être conscient de ne pas fournir des informations à l'utilisateur 

final quant à la façon d'installer ou de supprimer ce module RF dans le manuel de 

l'utilisateur du produit final qui intègre ce module. 

Le manuel de l'utilisateur final doit inclure toutes les informations réglementaires 

requises et avertissements comme indiqué dans ce manuel. 

Caution :  

(i) the device for operation in the band 5150-5250 MHz is only for indoor use to reduce 

the potential for harmful interference to co-channel mobile satellite systems; 

(ii) high-power radars are allocated as primary users (i.e. priority users) of the bands 

5250-5350 MHz and 5650-5850 MHz and that these radars could cause interference 

and/or damage to LE-LAN devices. 

Avertissement: 

(i) les dispositifs fonctionnant dans la bande 5150-5250 MHz sont réservés 

uniquement pour une utilisation à l’intérieur afin de réduire les risques de brouillage 

préjudiciable aux systèmes de satellites mobiles utilisant les mêmes canaux; 

(ii) De plus, les utilisateurs devraient aussi être avisés que les utilisateurs de radars 

de haute puissance sont désignés utilisateurs principaux (c.-à-d., qu’ils ont la priorité) 

pour les bandes 5250-5 350 MHz et 5650-5 850 MHz et que ces radars pourraient 

causer du brouillage et/ou des dommages aux dispositifs LAN-EL. 

DETACHABLE ANTENNA USAGE 

This device has been designed to operate with an antenna having a maximum gain of 

1.8dBi. Antenna having a higher gain is strictly prohibited per regulations of Industry 

Canada. The required antenna impedance is 50 ohms. 

Under Industry Canada regulations, this radio transmitter may only operate using an 



antenna of a type and maximum (or lesser) gain approved for the transmitter by 

Industry Canada. To reduce potential radio interference to other users, the antenna 

type and its gain should be so chosen that the equivalent isotropically radiated power 

(e.i.r.p.) is not more than that necessary for successful communication. 

This radio transmitter (IC: 4054A-11300172/ Modèle:UTM9SWLSN) has been 

approved by Industry Canada to operate with the antenna types listed below with the 

maximum permissible gain and required antenna impedance for each antenna type 

indicated. Antenna types not included in this list, having a gain greater than the 

maximum gain indicated for that type, are strictly prohibited for use with this device. 

Ce dispositif a été conçu pour fonctionner avec une antenne ayant un gain maximal 

de dBi 1.8. Une antenne à gain plus élevé est strictement interdite par les règlements 

d'Industrie Canada. L'impédance d'antenne requise est de 50 ohms. 

Conformément à la réglementation d'Industrie Canada, le présent émetteur radio 

peutfonctionner avec une antenne d'un type et d'un gain maximal (ou inférieur) 

approuvé pourl'émetteur par Industrie Canada. Dans le but de réduire les risques de 

brouillage radioélectriqueà l'intention des autres utilisateurs, il faut choisir le type 

d'antenne et son gain de sorte que lapuissance isotrope rayonnée équivalente (p.i.r.e.) 

ne dépasse pas l'intensité nécessaire àl'établissement d'une communication 

satisfaisante. 

Le présent émetteur radio (IC: 4054A-11300172/ Modèle:UTM9SWLSN) a été 

approuvé par Industrie Canada pour fonctionner avec les types d'antenne énumérés 

ci-dessous et ayant un gain admissible maximal et l'impédance requise pour chaque 

type d'antenne. Les types d'antenne non inclus dans cette liste, ou dont le gain est 

supérieur au gain maximal indiqué, sont strictement interdits pour l'exploitation de 

l'émetteur. 

Remark : 

Antenna Information : 

2.4G Dipole Antenna@ 1.8dBi max. 

5G Dipole Antenna@ 1.8dBi max. 
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