* Please remove any ADSL USB Modem Driver

h ® or dial-up software and disable the firewall. As
( . they may cause connection problem.
- ' % This quick installation is meant to help you to

install the product quickly and easily. For

300Mbps 802.11N/Draft . .
NWRQ 500 Wireless Broadband Router {\Lj:zsglmformatlon, please refer to the User

ADD-NWR9500 Quick Installation Guide

Package Contents

- One Wireless N/Draft Broadband Router

- One Power Adapter '

- One Ethernet Cable

- One ADD-NWR9500 CD-ROM with User’s Manual
- One Quick Installation Guide
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Power Jack

Connect the supplied power adapter to this jack || |nternet port LAN port WPS Reset

(Warning: Only use the power adapter coming This port is for This port s for || WiFi Proteced Reset your router
together with this model. Use different power connection toyour || connectionto || Setup. (Please refer || to manufacturer
adapter may cause hardware damage.) ADSL/Cable modem. || your PC. to user’s manual ) default.

Installation Procedure
- Before you install, ensure the wireless router, the ADSL/Cable modem and your PC are turned off.
- Connect your ADSL/Cable modem to the Internet port on the wireless router using a standard RJ-45
Ethernet cable.
- Connect an Ethernet cable to one of the LAN ports at the back of the wireless router to the Ethernet
port on your PC.
- Turn on the ADSL/Cable modem first.
- Then turn on your wireless broadband router.
- Check the LEDs on top of the wireless broadband router.
*The PWR, Internet and WLAN LEDs should be on.
*For each active LAN (PC) connection, the LAN Activity LEDs (1-4) should be on.

- Turn on your PC.
P

Internet NWR9500 802.11N/Draft
Broadband Cable Modem Wireless Broadband Router

PC Configuration

- For Win98/ME/Macintosh, please refer to the User’s Guide on the CD;

- For Win2000/XP, click ‘Start’ - ‘Control Panel’ - ‘Network and Internet Connections’ - (Right click on) Local
Area Connection’-'Properties’;
Click ‘Internet Protocol (TCP/IP) and click ‘Properties’;
choose‘Obtain an IP address automatically’and ‘Obtain DNS server address automatically’; Click‘OK’ to
complete.

For any further information on ADDON product, pleasse visit our website on : http://www.addon-tech.com



Router Configuration
1. Start your WEB browser. In the address box, enter the following:http://10.10.10.254

File Edit ‘“iew Favorites Tools  Help

\_) \_/l @ @ \:_;t] pSearch

fddress |@ http://10,10,10,254

2.0nce the system requests a login username and password, please enter “admin” as the username
and “admin” as the password and click “OK” to login

Enter Hetwork Password

? Thiz secure ‘Web Site [at 10.10.10.254] reguires vou to log on,

Fleaze type the ser Mame and Pazsword that vou uze for
10.10.10.254.

Uszer Mame |admin ﬂ

Pazzword |.....

[ Save this password in pour password list

(] | Cancel

3. The setup Wizard provides configuration of the device, you may enter each screen to change the
default settings. Simply click on “Setup Wizard” and follow the on screen instructions to complete
the installation process

open all | close all SETUP WIZARD

vg} Status
1:] Setup Wizard

1:‘] Qperation Mode
--1:] Internet Settings
--{:l Wirgless Settings
1:] Firewall

1:] Adrninistration

The setup wizard will gquide you to configure the router far the first
time. Please follovy the setup wizard step by step.

Setup LAN Interface
Setup WAr Interface
Wireless LAN Setling
Wireless Security Setting
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For any further information on ADDON product, pleasse visit our website on : http://www.addon-tech.com
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